Focus Inn™
Technical Specifications and Capabilities

42” Plasma TV/VGA Monitor
(Optimum for DVD viewing)

16:9 aspect ratio

852 x 480 (408,960) pixels

HDTV capability: 480 progressive scan

PC input (VGA, Compressed SVGA, XGA, SXGA, UXGA display)
Horizontal viewing angle: 160 degrees

Color System: PAL/SECAM/NTSC/PAL 60 Hz
Advanced Progressive Processing

Advanced Plasma Brightness Intensifier
Asymmetrical Cell Structure Panel

Dual Scanning Method

Anti-Reflective Screen Coating

HDTV Receiver

A/V Equipment

Analog TV

VHS/BETA VCR formats

Progressive scan DVD

DVD recording (and authoring) capabilities

CD recording/playback

Audio Cassette Recording/Playback

Installed boundary microphone and remote camera in focus group room

Production/Recording/Editing

Inputs: Consumer Video, Component Broadcast, DV, and SDI
Outputs: Consumer and Broadcast Video Tape, DVD/CD-ROM/CD
Streaming and On-Demand for Web

o Realtime effects and transitions

e Uncompressed D1 quality video editing

e  Multitrack Audio, including 5.1 formats

e DVD/CD-ROM authoring

e Live Webcasts, and on-demand video streaming of focus groups
e Mobile TV Studio!

e Live Multi Camera Switching — up to 20 Sources

e Live DVE

e Live Chroma Key
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Notes:

e Team of broadcast TV and radio professionals, experienced in both digital and
analog recording/editing formats available

e Video and audio production may require the procurement of special equipment



